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Quick Start Guide 
Thank you for purchasing this GEMINUS Stereo True Double Tracker.  
We hope you get many years of pleasure and use from this device and 
if this is your first product from our brand, welcome!  

This simple connecting guide should help start you on your journey to 
doubling creativity. However, if you wish to know more of the pedal’s 
hidden secrets, you can find more info on the product page at: 

kmamachines.com/geminus 
Some quick usage examples:

For classic ‘studio’ double-tracking tones, first set the MODE switch to 
M-ST and then plug your guitar, drive pedal(s) or other mono source 
directly into the input. Using a TRS split connection from the Output, 
connect to two amplifiers, modellers or any product which will accept a 
stereo input. Leave the PITCH and LEVEL controls in their Centre default 
positions and turn the TDT WIDTH control to 100% (fully CW). Based on 
your playing or musical style, adjust the TIME control to suit. Then bask 
in the glory of unprecedented True Double Tracking greatness!

For an interesting thickening of your tone beyond standard doubling, 
follow the same connection example as above, but change the PITCH 
switch from default to either     or     positions, then adjust the LEVEL 
control to a pleasing midpoint between centred and 20%. The balancing 
and panning magic “under the hood” in GEMINUS makes sure that your 
output volume is never compromised and the pitch variations, with 
reduced amount of doubling, provides added weight and depth to your 
tonal adventure.

To add some pleasing stereo widening to other stereo devices, 
experiment with placing GEMINUS before or after other stereo effects 
units. With the MODE switch set to ST-ST, adjust the width control 
gradually to find a pleasant balance for interesting variation and 
expansion.

GEMINUS QSG 1.01

GEMINUS Main Specifications 
• Stereo True-Double-Tracker (Proprietary Doubler) pedal
• Width Knob, provides control over the stereo field
• Stereo or Mono connections on TRS jacks
• Flexible signal routing (selectable Stereo or Mono In/Out)
• Time, Pitch and Level controls, for precise TDT tailoring 
• Compact enclosure with top-mounted jacks - will fit into any setup
• Switchable True/Buffered Bypass*
• ‘Silent’ relay-based soft switching
• Premium analog electronics
• 32 Bit internal processing

Power requirements:
9 V DC, centre -, 2.1 mm, 100 mA max. current draw
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STEREO TRUE DOUBLE TRACKER

9 V DC 

Input

FOOTSWITCH
Activates the pedal 

MAIN INPUT (TRS/Stereo or TS/Mono) 

Connect your instrument (Guitar/Bass etc.) or 
other audio devices (such as Synths, FX etc.) here.
The Input configuration is set by the MODE switch.

MAIN OUTPUT (TRS/Stereo or TS/Mono) 

Connect your amplifier(s)/next series 
of pedal(s) or other audio devices here. 

The Output configuration is set by the MODE switch.

TDT WIDTH
Sets the pan width of the Stereo True Double Tracking Doubler: 

Fully Left/CCW:	 Mono/Centred (0%) 
Centre Detent:	 Stereo (50% left and right)
Fully Right/CW:	 Stereo Wide Split (100% left and right)*

TIME
Sets the range of the Timing of the TDT Doubler:

 
Fully Left/CCW:	 Tight (for fast riffs)
Centre Detent:	 Default Timing Setting*
Fully Right/CW	 Loose (for a more laid back feel)

PITCH
Sets the amount of additional modulation to the TDT signal

 
: 	 Adds some subtle modulation
: 	 Default Pitch Setting *
: 	 Adds even more modulation

LEVEL
Sets the balance of the TDT signal against the 

original DRY source:

Fully Left/CCW:	 Less Double
Centre Detent:	 50/50 Mix*
Fully Right/CW:	 More Double

MODE
Changes the Input and Output type:

ST>ST:	 Stereo In and Out (TRS)
M>ST:	 Mono In (TS) and Stereo Out (TRS)*
M>M:	 Mono In and Mono Out (TS)

Note: 
Wiring for Stereo TRS connections are as standard: 

Tip = Left  •  Ring = Right  •  Sleeve = Ground

LED
LED glows white when the pedal is activated

Switch 1 - Relay Bypass Mode

This DIP switch changes the Bypass mode 
from either:

OFF - Buffered Bypass  
   default and preferred setting
ON - True Bypass 

True Bypass functions fully in the following 
MODE settings:

 

ST>ST Stereo In /Out (TRS)  
M>M Mono In/Mono Out (TS) 

When using:
  

M>ST Mono In (TS)/Stereo Out (TRS)

the Bypassed signal will only be present on 
the Left TRS Output. This gives a genuine 
True Bypass. 

Note: 
For the M>ST True Bypass setting, if the 
signal was to be on both L&R outputs, 
the signal would have to be split, which 
can change the impedance/reduce level, 
meaning it would not be a real “True 
Bypass”.

Switch 2 - No External Function

PLEASE DO NOT TOUCH OR ADJUST ANY 
OTHER INTERNAL COMPONENTS AS IT 

MAY DAMAGE YOUR DEVICE! 

INTERNAL CONTROLS
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* Preferred default settings, 
for the most accurate TDT performance


